ID H500 / iD H250

1080p HDTV single-chip DLP™ projector for intensive use applications

« Unparalleled combination of cost-effectiveness and high
brightness (5,000 and 2,500 ANSI lumens respectively)

+2000:1 contrast ratio

« Maintenance-free design due to dustproof optical engine

The iD H500 and H250 are ideal solutions for applications in
bright environments where 1080p HD quality matters, such as
briefing rooms, medium-sized boardrooms, public displays,
visitor lobbies and museums.
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iD H500 / iD H250 specifications

Inputs
1x Component video, RGBHY, RGBS or RGBsB (5x BNC)
1x Composite Video (BNC)

Light output
iD H500: 5,000 ANSI lumens
iD H250: 2,500 ANSI lumens

é Contrast ) 1x S-Video

T.Eo 2,000:1 (full white/full black) 5- 1x VGA (D15 connector)
=

& Resolution S 2X DVI-D

(] ©

= HDTV (1920x1080) S Output

a X 4]

2 Chip technology é‘ DVI-D

Communication ports
1x D9 connector for RS232
1x IR remote receiver
1x RJ45 (Ethernet)

Video

PAL, SECAM, NTSC signals

Composite, S-video, component or RGB formats
All current HDTV standards (720i, 720p, 1080i, 1080p)
DVI sources up to UXGA and HDTV
Data
All computer graphics formats up to UXGA @ 75Hz

Single-chip DLP™ 0.95" DarkChip3 with BrillliantColor
Color wheel options
iD H500: RGBW - iD H250: RGBRGB
Lamp
2x 250 Watt P-VIP lamp
Lamp system lifetime

1,500 h in dual lamp mode

3,000 h in single lamp mode
Weight
12,9 kg / 28.5 Ibs (net weight)
17,5 kg / 38.5 Ibs (shipping weight)

Height - width - length

195 mm / 415 mm / 590 mm
7.68" / 16.34" / 23.23"

Recommended screen width

1-6m/3-20ft

Available zoom lenses
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Scan frequencies
Horizontal 15 kHz - 140 kHz
Vertical 25 Hz - 150 Hz
Safety regulations
Compliant with ETL60950 and EN60950
Electromagnetic interference

Dimensions

QCLD (1.1-1.3:1) R9849850 Compliant with FCC rules & regulations, part 15
CLD (1.2-1.6:1) R9849870 CE EN55022 Class A and (CC
CLD (1.6-2.4:7) R9849880 AC power
(LD (2.4-4.3:1) R9849890 Power factor pre-regulated SMPS, 90-254 VAC/50-60Hz
Available fixed focal lenses Max. power consumption
QCLD (0.85:1) R9849860 700 Watt
Lens shift range (zoom lenses) iD H500 R9010520
Max. vertical shift from -25% to +140% iD H250 R9010570
Special features ° Replacement lamp UHP 250 W R9841826
wv —
g Standard cable basket .E Dual lamp package R9841827
E Intelligent dual lamp system g Ceiling mount R9841250
Sealed optical engine, filterless design S Ceiling mount bar short R9841260
Ceiling mount bar long R9841261
Optional HDSDI input board Ropt2076
Ref. n° R599919 May 2007 Barco
DESIGNED UNDER Presentation & Simulation Division
Barco’s Presentation & Simulation Division is contact.bps@barco.com
150 9001 certified.
dows" s a registered trademark of Microsoft Corporali e Ibrook o Fliea & ow
Windows™is 3 regmere radgemark o Icrosort Corporation. 7F/ FeﬂYang Road 138 3600 Bellbrook Avenue Noo[d‘aan 5
Gesctbed, However sy i e st o hong wihout 200 031 Shangha - China Xenia, O 45385-4053 520 uune - eelgun  [IEIS1R€O4
any notice. The latest version of this product sheet can be found on Tel. +86 21 5465 5501 Tel. +1 (937) 372-7579 Tel. +32 56 36 82 11
www.barco.com/presentation Fax +86 21 5465 5502 Fax +1 (937) 372-8645 Fax +32 56 36 85 26

www.barco.com/presentation Visibly yours





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 150
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 150
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /ENU ([Based on '[High Quality Print]'] Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


