1500 ANSI Lumens

XGA Resolution

DVI-1 Computer Input

TraveLight

Technical Specifications

Brightness: 1500 ANSI lumens
Lamp: 150 watt, VIP

Lamp life: 1500 hours

Colors: 16.7 million

Aspect Ratio: 4:3, 16:9 compatible
Contrast Ratio: 1000:1

Resolution: 1024 x 768 true XGA and
compressed 1280 X 1024 SXGA
Projection Lens: manual zoom
1:1.20 zoom ratio

Throw Distance: 4.9-32.8 ft./1.5-10m

Weight: 3.51b/1.6 kg

Power Supply: 100-240V,

47/63Hz auto change

Warranty: Two-year parts and labor (120-
day lamp guarantee)

Compatibility: SXGA, XGA, SVGA,
VGA, Mac

Decibel rating: 35 dB

Power Consumption: 220 Watts
Soft Power On/Off: Yes

FCC certification: Class B

Inputs: 1- DVI-I computer, 1-RCA
composite video, 1-S-video, 1- Audio in,

Outputs: USB port

Horiz. scan frequency: 15-90KHz
Vertical refresh rate: 43-85 Hz
Keystone: Vertical adjustment of + 15°
Diagonal Image Size:
40-311in/1.09-7.98m

Display Type: TI DMD 0.7” DDR, DLP
Audio: 1x0.5-watt monaural speaker
Video: NTSC, PAL, SECAM
Adjustments: on-board and a remote
Dimensions (WxHxD):

7.4in x 9.5in x 2.5in

188mm x 240mm x 64mm
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