
Toshiba TLP-X4500U Conference Room Projector Specifications

Model TLP-X4500U
Panel Size 0.99" P-Si TFT x 3 with Micro Lens

No. of Pixels 786,432 (H1,024 x V768)
Standard Lens x1.5 Power Zoom/Power Focus

F/f (mm) F = 1.7-2.4, f=31-46mm
Native Resolution XGA 1,024 x 768
Throw Ratio (distance:width) 1.5 - 2.2:1
Lens Shift 10:0 to 1:1 Upward Shift (Power Lens Shift)
Brightness 4500 ANSI Lumens
Contrast Ratio 750:1
Light Source 310W UHB
Aspect Ratio Native 4:3 (16:9 resizing mode)
Color Reproduction Full 16.7 Million Colors
Projection Screen Size 40 - 500 inches
Projection Distance 3.9 ft - 76.1 ft

Horizontal (kHZ) 15 - 91 kHZ
Vertical (Hz) 50 - 120 HZ

Video RCA jack x 1, S-Video x 1, RCA jack x 3 for Component Video ; BNC x 3 (shared with Computer)
Audio RCA jack x 2 for Video; Stereo mini-jack x 2 for Computer
RGB 15-pin Mini D-sub x 1, BNC x 5 (shared with Component Video), M1-D x1 (complied with HDCP)

Composite Video NTSC, NTSC4.43, PAL, PAL60, SECAM, PAL-M, PAL-N
HDTV: 750p (720p@60Hz), 1125i (1080i@50/60Hz, 1035@60Hz)

SDTV: 525i (480i), 525p (480p), 625i (575i)
RGB VGA, SVGA, XGA, SXGA (compressed), UXGA (compressed), MAC 13", MAC 16", MAC 19"
Audio Stereo mini-jack x 1 (Selected OUT)
RGB 15-pin mini D-sub x 1 (from selected computer inupt, 15-pin mini D-sub or BNC)

9-pin D-sub x 1 for RS232
USB x 1 (M-1 terminal)

Wired Remote Control Input 3.5 dia. Stereo mini-jack x 1
Vertical  Digital +/- 15°

Horizontal Digital +/- 5°
Noise Level 40dBA (36dBA in whisper mode)
Speakers 1.0W x 2 
External Dimensions (WxDxH) 16.5" x 12.2" x 5.9"
Weight 17 lbs. 
Power Consumption 470W
Voltage 100 -120V/220 - 240V, auto-switching
Replacement Lamp Part Number TLP-LX45

Standard Acceossories Remote Control, Batteries, RGB Cable, Power Cord, Video Cable (for Video/Audio), 
M1-D Cable (Conversion cable between M1 and DVI+USB), User's Manual
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